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| NOTES.
H All existing longitudinal bars in Top and Bottom Slabs, Interior Walls, Side Walls, Wing Walls
| and Apron (if in place), in that portion of the mﬁ.h\\,\i Culver? 1o be removed, shall be lef! in
| place. Those bars extending more than 2'-0" beyond end of Culvert Barrel, after removing .
7 WSS\\\ fo the line \ww\.gso\ on ‘M:m drawing, m?m\“ b\m cut off \RSVGQQ 2-0" length m\\bn\ N
! for splicing. Then all existing bars shall be Straightened, Cleaned and used as Splice
Bars in the Cubvert Extension. ’ PART PLAN-UPPER HALF SHOWING TOP SLAB-LOWER HALF BOTTOM SLAB
No dirsct payment will be made for removal of existing Culvert to the line indicated or R — —
for Salvaging, Cleaning ond Straightening of existing longitudinal bars as required by notes NOTE. THIS METHOD %W :M»Q.Msx.w\g TO BE USED WHERE EXISTING LENGTH OF BARREL UNDER
on this sheet, unless specifically covered by pay items. PARAPET IS I'-0" OR MORE.
This plon does not apply to Existing Skewed Culverts except when main Reinforcing Bars
in Top and Bottom Silabs are Poralle! to Parapet.
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_ : CHIEF ENGINEER DATE
PART ‘h‘hQ —UPPER HALF SHOWING TOP mhhm LOWER HALF BOTTOM ME Construction Specifications . Latest opproved La. Dept. of khgtc\n Std. Specs.
N\WOTE. THIS METHOD OF EXTENSION TO BE USED WHERE EXISTING LENGTH OF BARREL UNDER All Extensions will be constructed according fo the Standard Plans” referred "to on ;
PARAPET 1S O-11" OR LESS. the Summary Sheet for Structures.
The Contractor may, at his option, break all removed concrete into Rip Rap sizes m._'>zo>no : m.ﬂIOO
(free of reinforcing steel) and place same around such Structures as the Project
Engineer shall designate. No Direct Payment will be allowed for this work; the cost OF EXTENDING
\lgm m &\\ .Wﬂ-\k mw-m \ N- m m\ of same shall be included in the prices bid on pay items.
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